
 
 

 

 

 
DESCRIPTION: 
Sureshield is an industrial grade floor topping system specifically designed for the food industry. Sureshield resin is blended with specially 
graded silica quartz aggregates to produce a floor system that is hard and durable, attractive, non-slip, resistant to impact, abrasion, 
thermal shock and chemicals/food acids, yet is non porous, seamless, hygienic and easily cleaned. Sureshield is fully bonded to the 
concrete to prevent water creep. 
 
 
TYPICAL FEATURES | BENEFITS: 

     {ǳǊŜǎƘƛŜƭŘ ƛǎ ŀ ƘŜŀǾȅ Řǳǘȅ ƳƻƴƻƭƛǘƘƛŎ 6 -9mm plus thick floor topping, often with coving. 
     Rapid Cure: Full system may be installed within an 8hr period. 
     Excellent chemical resistance.  See chart. 
     Excellent abrasion resistance (6 times that of basalt concrete). 
     Excellent impact resistance: 
     Excellent adhesion to properly prepared substrates. 
     Easily cleaned.  See comments at end.  Waterblast resistant. 
     9ȄŎŜƭƭŜƴǘ ǎƭƛǇ ǊŜǎƛǎǘŀƴŎŜΦ {ǇŜŎƛŦƛŎŀǘƛƻƴ ƛǎ ƴŜŜŘŜŘ ƻŦ ǘƘŜ ŘŜƎǊŜŜ ǊŜǉǳƛǊŜŘ.   

    * Note* please read detail within. 
     Able to be formed into coving, plinths sumps etc. 
     Good resistance to thermal shock. When cured, will perform at all normal in-service. 

     Temperature ranges. I.e. Operational Freezers to hot & boiling water applications, as well as   
     steam cleaning. 
     Will not support bacteria or fungal growth. Contains STERISHIELD to retard microbial growth. 
     Cured Film is non-toxic. 
     Free of Bisphenol-A. 
     HACCP approved manufacturing process. 
     Cleanroom Standard compliant AS/NZS ISO14644.4   2002.  
     Approval in 2014. (Documents available). Passes at highest level. 
     Not moisture permeable. 
     Colour: Natural Gold; or other colours dependant on pigment or aggregate selection. 
     Will form coves to any required height or radius. 
     Suitable for use in dry or wet situations including ramps. 
     One-pass, rapid installed flooring. 
     Integrated floors, coves, drains, nibs and upstands. 
     Carefully managed falls to drains to help prevent ponding water. 
     Impact and abrasion resistance combined with high heat and chemical resistance. 
     Summer and Winter grade systems. 
     Excellent value for money on a dollars per mm thickness basis. 

 

Environmental rating: 
Sureshield is supplied in two forms: Sureshield Standard and Sureshield ZV. 
Both emit, on curing, less than one gram / lt of emitted materials .  
These therefore are both considered to comply with Green Star or LEEDS systems for a star for applied coatings for low emission of solvents. 
The standard version has an odour during application (but still emits far less than 1gram/litre).  
The Sureshield ZV (zero VOC or zero volatile organic compounds) has no odour during installation. 
This latter system would have enhanced ratings for lower workplace impact.  
These resins are made in Australia.  
The resin is mixed on site with NZ sourced aggregates.  

 
 
 
 
 
 
 
 
 

    
Technical Data Sheet 

 
Sureshield Heavy Duty Floor Topping System 



 
PERFORMANCE DATA: 
 

Minimum Thickness: 6mm 

Minimum Application Temperature:  Air. +5°C 

Maximum Application Relative Humidity: Air. 85% 

In-service temperatures: on fully cured system. 8mm   -50 to +90oC 

Fire properties: AS/ISO 9239.1-2003:   Non-directional.    

Critical Radiant Flux: 6.5Kw/m².      Smoke Value:   379 Kw/m² 

Chemical Resistance: Resistant to chemical spillage ςcured 7 days at 250C. .Refer Chemical 
resistance chart 

Electrical properties: surface resistivity 3x108 Ohm 

Adhesion to correctly  prepared substrate: GB2567-2008. 2.77(KJ/m2). - Concrete failure 

Co-efficient of expansion 2.23 x 105/C 20°C and 60°C when heated at 1°/minutes. 

Compressive Strength: Nom. 50-60MPa 

Flexural strength: 25MPa 

Tensile strength: 6N/mm²  

Heat resistant: 100°C 

Moisture absorption: ASTM D570-63. 0.04% 

Weight per m² @ 6mm thickness. 
                           @ 8mm thickness. 
                           @ 9mm thickness. 

12.88kgs 
17.18kgs 
19.33kgs 

Slip resistance: R10 to R13. (when used with sharp aggregate) 

 
 
RECOMMENDED USES:                                                                                                                                            
     Food process floors where a high degree of hygiene is required.  Approved by regulatory authorities. 
     Ablution blocks: Kitchens | Laundries |Toilets 
     Bakeries  
     Beverage Processing: Bottling Plants | Breweries |Fruit Juice |Wine etc. 
     Cool Stores: - Freezers |Chillers etc. 
     Commercial Kitchens:  Main Kitchen |Freezers | Chillers |Cool Stores etc. 
     Dairy Factory Floors. Main Process Halls/Rooms etc. 
     Honey Processing Facilities 
     Meat Processing: Abattoirs |Butchery floors |Poultry |Freezers | Chillers |Cool Stores etc. 
     Seafood Processing: Wet Fish | Shellfish | Freezers | Chillers |Cool Stores etc. 
     Sports facilities: Changing Rooms | Showers | Toilets for hard-wearability. 
     Supermarkets: Bakeries |Deli |Fish |Meat | Freezers | Chillers |Cool Stores etc.    
     Floors where a high degree of chemical, mechanical and slip resistance is of prime importance.  
     Interior/exterior use. Concrete repair and protection ς resurfacing damaged or broken concrete with a more physical and chemical   

        resistant surface.  
     Can be applied to new or existing sound concrete and also over old resin floors  
     Suitable for use in dry or wet situations including ramps.  
     To provide excellent underfoot slip resistance in commercial applications.  

     Floors, walls, upstands, plinths etc. where a high degree of chemical, mechanical and slip resistance is of prime importance 
     Interior/exterior use.   
     Concrete repair and protection ς resurfacing damaged or broken concrete with a more physical and chemical resistant surface. 
     Can be applied to new or existing sound concrete, timber or other surfaces. 
     Floors above work spaces: Sureshield forms a watertight barrier and is compliant with E3 Internal water 3.1.1e. Use full fibreglass 

        laminated floor and Joint safe tape in these situations. 
 
 
LIMITATIONS:  
     Application to uncured concrete (minimum recommended cure 28 days). Application to damp surfaces. (Refer to allnex Bulletin on  

        application options on wet or uncured concrete). 
     Application to unstable or defective substrates without approved remedial treatment prior to installation. 

     Application below +5C. 
     Application to unstable or defective substrates without approved remedial treatment prior to installation.  
     Application where fumes may contaminate adjacent foodstuffs (refer to allnex Supascreed or Nuthane for odour free installations). 

     This only applies in the installation stage (up to 3 hrs after laying). 
     Application over existing coatings/toppings (refer to allnex) or over concrete cure or release agents without allnex approval or over 

        ceramic tiles without specific written allnex design specification.  
     Refer to allnex chemical resistance data. 
     Cracking in adjacent walls and concrete substrate will likely telegraph through the Sureshield. 

 



 

COLOUR OPTIONS:   
Standard Gold Sureshield ς with graded natural coloured quartz aggregate  

 

 

                                                              
 
                                                                          Sureshield standard colour  
                                                                          using clear resin with the natural  
                                                                          coloured quartz aggregate blend 
 
 

 

 

 

Pigmented Sureshield  

Sureshield may be pigmented to a range of colours. 

 
 
These colour chips below are example estimate colours only. Refer to BS5252 | AS2700 or RAL charts for colour reference. 
Other colours available on request. 
Ask your contractor for a floor sample for both the colour and texture prior to start. 
 

           
     00A03          00A05          00A07           00A09           00A11           02A03           02A07           06A07          10A05           10A07          10A11 

           
    08B17          08B19           08B21            10B25           18B17           18B19           22B25          02C37            08C33          08C37           08C39 

           
    10C37          14C35            16C35           18C37           22C37           02D44          04D45           06D43          12D45           14D43           16D

           
    18D41          18D44           20D41          20D43           20D44           20D45           22D43          22D45           04E53            04E56           08E51

           
    08E56            14E51          14E56            14E58           16E53           16E56           18E51           20E50            20E51           20E53           22E53 

 

 

 



 

Decorative Sureshield - blended with a range of coloured quartz aggregate: 

 

 

 

 

 

 

 

 

 

 

 

Decorative Sureshield made with increasing levels of coloured quartz aggregates.  
Please note that the cost of the system increases with concentration. 

 

 

 

 

 

 

 

 

 

  Bluestone 5%                                                 Bluestone 10%                                            Bluestone 15 

 

 

 

 

 

 

 

 

 

 

                 Ceramic 5%                                                    Ceramic 10%                                              Ceramic 15% 

 

 

 

 

 

 

 

 

 

 

           Chocolate Brown 5%                                 Chocolate Brown 10%                                Chocolate Brown 15% 

 

 



 

 

 

 

 

 

 

 

 

                 Off White 5%                                                 Off White 10%                                             Off White 15% 

 

 

 

 

 

 

 

 

 

 

                       Red 5%                                                                     Red 10%                                                                        Red 15% 

 

 

 

 

 

 

 

 

 

 

     Salt & Pepper 5%                                                  Salt & Pep per 10%                                                     Salt & Pepper 15% 

 

 

 

 

 

 

 

 

 

 

        Scoria 5%                                                      Scoria 10%                                                   Scoria 15% 

 

 

 

 


